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EFB Series

EVOTEK Air breather filter 

Technical Specifications

Application Air breather filter 

Port Sizes: Threaded Connections according to BSP and NPT 
standard in ¼” , ¾” , Fastening by means of flange or screw            

connection

Flow Rate: max. 750 l/min

Material

Element: Impregnated paper

Polyurethane

Seals: NBR or FPM (-25°C to 100°C)

Connector : Threaded connection: Aluminium

Flange: Galvanized Steel

Cover:                                                            Stainless steel

Basket:                                                          Galvanized Steel

Product Description

• 750 l/min max. flow rate

• installation in-tank mounting

• suitable for use with mineral and lubrication 
oils
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EFB Air breather filter

With threaded connection Connection Port
(BSP/NPT) Filtration Size

Flow 
rate Valve

inch μm mm mm mm mm mm l/min bar

Type M D H H1 H2 S

EFB150BA ¼” BSP 10 47 45 12 7 19 150 -

EFB150NA ¼” NPT 10 47 45 12 7 19 150 -

EFB450BA ¼” BSP 40 47 45 12 7 19 300 -

EFB450NA ¼” NPT 40 47 45 12 7 19 300 -

EFB176BC ¾“ BSP 10 76 66 16 7 35 450 -

EFB176NC ¾“ NPT 10 76 66 16 7 35 450 -

EFB476BC ¾“ BSP 40 76 66 16 7 35 750 -

EFB476NC ¾“ NPT 40 76 66 16 7 35 750 -

EFB176BCP ¾“ BSP 10 76 66 16 7 35 450 0.35 

EFB176NCP ¾“ NPT 10 76 66 16 7 35 450 0.35 

EFB476BCP ¾“ BSP 40 76 66 16 7 35 750 0.35 

EFB476NCP ¾“ NPT 40 76 66 16 7 35 750 0.35 

With flange connection

Filtration Size
Flow
rate Valve

μm mm mm mm mm mm l/min bar

Type D D2 D1 D3 H1 H2 d M 

EFB150H64 10
47 29 31 52 48 64 41 3-M5

150 -

EFB450H64 40 300 -

EFB180H78 10

80

50 52

83 57

78

73 6-M5

450 -

EFB480H78 40 50 52 78 750 -

EFB180H150 10 50 52 150 450 -

EFB480H150 40 50 52 150 750 -

EFB180H100 10 38 40 100 450 -

EFB480H100 40 38 40 100 750 -

EFB180H78P 10 50 52 78 450 0.35 

EFB480H78P 40 50 52 78 750 0.35 

EFB180H150P 10 50 52 150 450 0.35 

EFB480H150P 40 50 52 150 750 0.35 

EFB180H100P 10 38 40 100 450 0.35 

EFB480H100P 40 38 40 100 750 0.35 

For an optional padlock holder, please add letter “L”.




