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EFB Series

EVOTEK Air breather filter 

Technical Specifications

Application Air breather filter 

Port Sizes: Fastening by means of flange or screw connection  or weld

Flow Rate: max. 1800 l/min

Material

Element: Spin-on element

Seals: NBR or FPM 

Connector : Steel

Spin-on can:                                                    Steel

Temperature range: -25°C to 100°C

Product Description

• 1800 l/min max. flow rate

• installation in-tank mounting

• suitable for use with mineral and lubrication 
oils
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EFB Air breather filter with spin-on element 

Welding connector Flange connector                     Mounting pattern

Connector Spare cartridge Size Flow rate

mm mm mm mm mm mm mm l/min

Type D1 D2 D3 D4 H1 H2 R

EFB001W

Welding

EEPS1B ¾” 18 32 96 200 146 40 1800

EFB002W EEPS2B ¾” 18 32 96 246 191 40 1800

EFB003W EEPS3B 1-¼ ” 32 48 129 236 181 40 2800

EFB004W EEPS4B 1-¼” 32 48 129 281 226 40 2800

EFB001F

Flange

EEPS1B ¾” 18 - 96 203 146 40 1800

EFB002F EEPS2B ¾” 18 - 96 249 191 40 1800

EFB003F EEPS3B 1-¼ ” 32 - 129 239 181 40 2800

EFB004F EEPS4B 1-¼” 32 - 129 284 226 40 2800

EFB001F & EFB002F

EFB003F & EFB004F

Order Codes

Filter Assembly Series A B C

EFB 001 W F10

A Size Spare cartridge C Media Material Filtration absolute in air

001 EEPS1B P10 Cellulose 3µm

002 EEPS2B F10 Fibreglass 1.2µm

003 EEPS3B F20 Fibreglass 2µm

004 EEPS4B

B Connection Ports

W Welding connector

F Flange connector

Connection Port

(BSP) 

inch




